STANDARD FRAME & COVER
SEE DETAIL "D—11 MANHOLE
FRAME AND COVER”

5’ DIA. CONCRETE COLLAR
(EXISTING PAVED AREAS ONLY)

USE 4” OR 6” CONCRETE DONUT
RINGS, MORTAR AND CONCRETE
BRICK TO GRADE. 18" MAXIMUM

OPTIONAL IN UNIMPROVED ROADS

LAP JOINT WITH RAM—NEK

"0” RING SEAL OR
APPROVED EQUIVALENTS

LAP JOINTS OF THE
PRE—CAST SECTION ARE
TO BE SEALED WITH
WRAPID SEAL OR
APPROVED EQUIVALENT

SEAL ALL LIFT HOLES /

MIN.

GROUT FRAME TO MANHOLE

| & | BARRIER PER
ECUA SPECIFICATIONS

’ \ PRECAST CONCRETE

ECCENTRIC CONE

PRE—CAST SECTIONS

NOTES:

6"MIN.

1. SEE SECTION 2570 FOR COMPLETE SPECIFICATIONS.

2. VACUUM TEST TO BE COMPLETED IN ACCORDANCE WITH ASTM C-1244
AND PERFORMED PRIOR TO BACKFILLING.

3. SUPPORTING SOILS UNDER THE BASE OF THE MANHOLE SHALL BE

COMPACTED TO AT LEAST 98% OF MAXIMUM DENSITY.

4. JOINT SEALING WRAP SHALL BE INSTALLED ON ALL NEW MANHOLES.
RISER SECTION SHALL ONLY BE WRAPPED WHEN MANHOLE IS LOCATED IN

LOW AREAS OR AS DEEMED NECESSARY BY ENGINEER.
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